STAGGER VERTICAL JOINT 10

THIS LAYER \

PAVEMENT REINFORCEMENT FABRIC 1.5 WIDE,CENTERED ON JOINT

SURFACE MIX

ASPHALTIC CONCRETE 19 mm SUPERPAVE
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PAVEMENT REINFORCING FABRIC DETAIL

CMILL EXISTING LANE [0 WIDE
T0 DEPTH OF ADJOINING LAYER T0O
BE PLACED. COST OF MILLING FOR THIS WORK

7O BE INCLUDED IN THE UNIT PRICE BID FOR
PAVEMENT REINFORCING FABRIC. —

FOR RESURFACING 2'0OR GREATER

PAVEMENT REINFORCEMENT FABRIC 1.5 WIDE
SURFACE MIX

ASPHALTIC CONCRETE 19 mm SUPERPAVE

/— ASPHALTIC CONCRETE 25 mm SUPERFPAVE
7

MIN.

/— ASPHALTIC CONCRETE,25 mm SUPERFPAVE
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PAVEMENT REINFORCING FABRIC DETAIL

FOR RESURFACING LESS THAN 2

TYPICAL SECTION DETAIL

NOT TO SCALE
FOR RESURFAC ING

NOT TO SCALE

640 PROJECT NO. 0085
2211 NEWMARKET PARKWAY
SUITE 104
MARIETTA, GA. 30067
(770) 988-9555
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ROADWAY EMBANKMENT
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GENERAL NOTES:

/. PERFORATED UNDERDRAIN TO BE PLACED 4 FT.

NoD

!

HIGH VOLUME CHANGE
CLASS 111 C MATERIALS

UT EXCAVATIONS AT THESE LOCATIONS

OT BE MEASURED AND PAID FOR

[~ ' TELY. THE COST OF THIS WORK SHALL
« LUDED IN THE OVERALL PRICE BID

TED FOR GRADING COMPLETE.

PROPOSED GROUNDLIN

SOIL CAP (TYP. )

PAVEMEN T—/

PERFORATED PIPE
UNDERDRAIN (TYP. )

APPLIES TO STATION
TO STAT/ON LOCATION
121+00 +/- T0O 126+00 +/- /-520 RT
173+00 +/- T0 175+00 +/- RAMP Q

IN ACCORDANCE WITH STANDARD 902985.

PIPES SHALL BE TIED INTO CROSS PIPES.
UNDEF?DRAINS SHALL BE INSTALLED AT THE DIRECTION OF THE ENGINEER.
WHERE UNDERRAINS WILL BE INSTALLED IN CONJUNCTION WITH SLOPE DRAINS, SLOPE

DRAINS SHALL BE PLACED AT A SUFFICIENT DISTANCE ABOVE THE UNDERDRAIN AS NOT
TO INTERFERE WITH UNDERDRAIN [INSTALLATION

REVISIONS

DATE

DETAIL-PERFORATED UNDERDRAIN

REV 1S10NS GEORGI/ A

GREENHORNE & 0’ MARARXE

ADDED UMDERCUT EXCAV MITE

DEPARTMENT OF TRANSPORTATIQ

~TYPICAL SECTIONS

PROJECT : NH-IM-520-1(15)

COUNTY: RICHMOND
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